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Designed for light commercial applications, the 
1240 Series offers dependable, commercial-grade 
performance for indoor and enclosed environments, 
as well as agricultural buildings and pole barns up to 
12’ wide. It’s a practical solution for parking garages, 
warehouses, and commercial facilities that require 
consistent, reliable operation day in and day out.

Warranty
Three-year door warranty. For paint, 
35-year no-fade, 40-year film integrity.

Options
Insulated options available.

Commercial

1240
9540 Series available for low headroom application

Commercial Door

1240

Versatile 
Commercial Design

Commercial-Grade 
Construction

The 1240 Series is engineered for marinas and light commercial 
applications with a maximum opening size of 12’ x 14’, providing 
commercial-grade performance in a compact configuration.

14-gauge galvanized steel guides with 2.0” wide profile 
and durable PVC guide strips combined with dead 
axle configuration and T-bracket mounting system for 
enhanced durability and smooth operation.

Max opening size 12’ x14’
Available in a variety of colors.
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Commercial Door

1240

1-1/2 x 2 12GA. 
weight bar

6063-T6 AL. 
bottom bar

Step plate

Slide lockT-bulb astragal

14GA. guide

1/4” commercial 
T-bracket

12GA. galvanized 
head stop

Spring/counterbalance 
assembly

12” DIA. 16GA. drum

1-5/16” OD 12GA. axle
Saddle Optional lifting 

mechanisms

26GA. spiral tube

26GA. corrugated 
curtain

Curtain

Hardware

Drums

Guide System

Bottom Bar

Industry standard profile, 26-gauge, grade 80 prepainted steel, 
5/8” ribbed corrugation

12-gauge head stops, 1/4” commercial T-brackets, 12” diameter 
16-gauge drum, 1-5/16” OD 12-gauge axle, various latch 
options available

14-gauge galvanized steel guides with 2.0” wide profile, 
with durable PVC guide strips

6063-T6 Aluminum extruded bottom bar with 1-1/2 x 2 12GA 
galvanized angle and T-bulb astragal

12” diameter 16-gauge steel drums engineered for dead 
axle configuration

Optional Lifting Mechanisms
8:1 chain hoist, 4.4:1 chain hoist, EO (electric operator) kit, 
motor provided by others
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